ATTACHMENT 

BANDWIDTH UNIT

DW-48

North American Circuits < 3500 V&H miles
The following specified quality of service standards (“BQoS”) are applicable:

“DW-48” Means a “Dense Wave-48”.  It is a single channel on a point to point DWDM system that transports a signal with a SONET frame at an OC-48 bit rate defined in accordance with ANSI Standard T1.105.  It is indifferent to the type of payload structure of the OC-48 frame [OC-48c or a combination of STS-1, OC-3c & OC-12c].  It passes through the overhead of the SONET frame without altering it [“SONET transparent”].

Errored Seconds, Severely Errored Seconds and Unavailable Seconds are defined in accordance with the definitions on OC-N performance monitoring in the American National Standards Institute (ANSI) T1.105.

QoS Damage Triggering Event
BQoS Damages

In any Day  Errored Seconds exceed  50
1/720 of the sum of (A) the Cover Price of the affected Bandwidth Unit, and (B) the Contract Price of the affected Bandwidth Unit

In any Day Severely Errored Seconds exceed  10
1/720 of the sum of (A) the Cover Price of the affected Bandwidth Unit, and (B) the Contract Price of the affected Bandwidth Unit

In any Month Unavailable Seconds exceed  14,400
The product of (i) the sum of (A) the Cover Price of the affected Bandwidth Unit, and (B) the Contract Price of the affected Bandwidth Unit, and (ii) (A) the total number of Unavailable Seconds in such Month, divided by (B) 2,592,000 (rounded up to the next whole number)

Event of Default Triggering Event

In any Month Unavailable Seconds equal or exceed 604,800

