EXHIBIT “X”

Description of real property

Bonepile Gas Gathering System

The Bonepile Gas Gathering System consists of:

Except where adjacent to wellheads or compressors or separators, all flowlines are buried to a depth of 5 feet.

1. Approximately 9020 feet of 12 inch diameter poly-pipe configured in an octagonal loop surrounding the center of the lease (the “gas gathering trunk”).

2. Approximately 9020 feet of 8 inch diameter poly-pipe configured in an octagonal loop surrounding the center of the lease (the “water gathering trunk”).

3. Approximately 9020 feet of 3-1/2 inch diameter steel pipe configured in an octagonal loop surrounding the center of the lease (the “lift supply trunk”).

4. Approximately 9380 feet of 4 inch diameter poly-pipe connecting the wellheads to the gas gathering trunk.

5. Approximately 1980 feet of 8 inch diameter poly-pipe connecting between the gas gathering trunk and the first 660 feet of 4 inch diameter poly-pipe for those wells whose distance from the wellhead to the trunk exceeds 660 feet.

6. Approximately 11360 feet of 2 inch diameter poly-pipe connecting the wellheads with the water gathering trunk

7. Approximately 11360 feet of 2-3/8 inch diameter steel pipe connecting the wellheads with the lift supply trunk.

8. Approximately 4000 feet of 8 inch diameter poly-pipe connecting field separation equipment to designated water outfalls.

9. Approximately 50 feet of large diameter corrugated poly-pipe that are the designated water outfalls.

10. All fittings, valves, meter runs, meters, etc. necessary to connect the system with wellheads and compression and separation equipment.

