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THERE ARE NO UNDERSTANDINGS, AGREEMENTS, REPRESENTATIONS, OR WARRANTIES, EXPRESSED OR IMPLIED, INCLUDING WARRANTIES OF MERCHANTABILITY OR FITNESS FOR A PARTICULAR PURPOSE, OTHER THAN THOSE SPECIFICALLY SET OUT IN ANY EXISTING CONTRACT BETWEEN THE PARTIES REGARDING THIS EQUIPMENT. ANY SUCH CONTRACT STATES THE ENTIRE OBLIGATION OF SELLER. THE CONTENTS OF THIS DOCUMENT SHALL NOT BECOME PART OF OR MODIFY ANY PRIOR OR EXISTING AGREEMENT, COMMITMENT, OR RELATIONSHIP.
The information, recommendations and descriptions in this document are based on Siemens Westinghouse's experience and judgment with respect to this equipment's operation and maintenance. THIS INFORMATION SHOULD NOT BE CONSIDERED AS ALL INCLUSIVE OR COVERING ALL CONTINGENCIES. If further information is required, Siemens Westinghouse Power Corporation should be consulted.
NO WARRANTIES, EXPRESSED OR IMPLIED, INCLUDING WARRANTIES OF FITNESS FOR A PARTICULAR PURPOSE OR MERCHANTABILITY, OR WARRANTIES ARISING FROM THE COURSE OF DEALING OR USAGE OF TRADE, ARE MADE REGARDING THE INFORMATION, RECOMMENDATIONS, OR DESCRIPTIONS CONTAINED HEREIN.  In no event will Siemens Westinghouse be responsible to the user in contract, in tort (including negligence), strict liability or otherwise for any special, indirect, incidental, or consequential damage or loss whatsoever, including but not limited to damage to or loss of use of equipment, plant, or power system; cost or capital; loss of profits or revenues; cost of replacement power; additional expenses in the use of existing power facilities; or claims against the user by its customers, resulting from use of the information, recommendations, or descriptions contained herein.
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1.	REASON FOR advisory
The purpose of this Technical Advisory (TA) is to provide supplemental Siemens Westinghouse recommendations for the installation of Westinghouse or Siemens Westinghouse W501F transitions into the cylinders with the recommended cold clearances.  The purpose of these recommendations is to further reduce the stresses during operation, and to mitigate binding between the seals and transitions.  These recommendations are in addition to the standard W501F installation procedure, which has been revised to reflect this particular change.

2.	Technical Recommendation 
Prior to assembly, fit the seal to the transition with the seal pin in place. The seal should not make contact with the transition panels when rocked side to side pivoting on the seal pin.  Only contact between the seal and transition seal rail should occur.  If contact occurs at the furthest excursion of the seal, grind the seal to ensure that the upstream leg of the seal does not contact the weld at the base of the seal rail.

Install and align transitions using the appropriate drawings and procedures, with the addition of ensuring that a minimum clearance of 0.060" exists between the cylinder boss and the flex support when the 0.208" shim is placed between the transition mounting plate and the blade ring. If needed, grind the boss to achieve at least 0.060" of clearance. Record the clearance at each combustor location with the 0.208” shim in place.

Side seal overlap should be closely scrutinized to ensure that no contact is possible during operation. Record that this has been verified for each transition.

Record all clearances and ensure that drawing requirements, and installation procedures, and clearances are satisfied. 
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